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G SERIES 1"3.5 t

A reliable mast

wisibility of other models
l visibility of G series forklift

-
the nearest obsarved point of
the fork ig increased by 28cm

vigibility of other models
‘ visiiifity of G series forklift
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The impact and vibration of mast are reduced significantly by using
buffer device Through finite element analysis plus optimizing the
structural parameters, the vibration acceleration is reduced by 40%.

More scientific and environmental design
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FINITE ELEMENT ANALYSIS OF
BTRERAEEL VIBRATION

Equipped with high-quality engine the emission meets the latest
european EC and the EPA environmental regulation.The use of Non-as-
bestos insulation equiment is very effective to lower down the noise.

The innovative design and optimized configuration of the lifting system
improve the operators’ visibility greatly, and provide a clear and
accessible focus of vision to ensure the safety & efficiency of operating.

G series forklifts greatly enhance ' 2%
various aspects of key performances
particularly in power performance the fuel consumption

through reducing the losses of igfeduced
engine torque nearly twice as before.

+82% 43% 49%

the maximum lifting the graderbility the maximum drawbar
speed is increased is increased pull is increased




More comfortable ergonomic design

Through optimum design of the hood and tilt
cylinderthe space for driver’ s leg is twice
wider than other models,the bigger footplate
make the operators to get on and off with
ease.Such capacious space ensures the
operating more comfortable.

The sedan-type display and double-handle
combined F/R direction swtich to ensure more
convenient and smooth operation.

Laborsaving mini-type steering wheel.

Suspension seat with armrests, seat belts. Safe
and comfortable.

Excellent safety performance

Profiled steel for overhead guard

As the first forklift producer to use profiled steel
for overhead guard in china, our g serjes forklift is
available with embedded cabin doors to ensure
more safety and seal performance.

Greatly enhanced frame strenght

G series forklifts have much stronger frame
structure,while its structural strength meets the
ANSI/ITSDFB56.1(American National Regula-
tion)requirements,




G SERIES 1'3 -5 t

Characteristics |
1 | Manufacturer |
- CPCD25
3
4 | Rated Capacity
"5 | Load Center mm
“5 Operatlon ........................................
Dimensions
Overall max.lifting height (with backrest) H2 mm 4039 4039 4039 4039 4039
Max Lifting height ™ & e 03 SN S sl T L ot SRR YU et G
HeighT Fast rét?aétédi[hpﬁéht}' .............. o o s 1995 S 1"é95 ..................... e S

Free lift helght

Fork dimensions LaxwxT| mm |[770X100X32 | 920X 100X 35 | 920X 100X 35 | 920% 122 x40 [1070x 122 x40
Performance
30 Max Traveling speed s(WlthNVJth out load) km/h 17118 17/18 17/18 17/19 17/19
Rt R R el L B S e e e e
e i ke men i s e
i B o L B sl o
= Max. Negotiabie Gradient(Wiih!\Mthout s : 42;25 ....... ST S e e e
Weights
35 | Service Mass kg 2300 2760 2970 3480 3800
36 e I'déatff'r'dﬁﬂ?ﬁéé}')' ...................................................... ; g T BT R PR e e
i "I:u':'oé'd"W'Hé'é'l"'\.n.r'i'ﬁi'du'tmlo"é'd'('#If'éﬁ{}’ﬁééi") ............................... kg ....... S e aEe e BT e
Tyres
38 | Wheels number front/rear(x=driven)
e s Tyb'é ...........................................
40 "'I"'yr'i"éuéié'{”fr'é'ﬁt') ...............................
i = 5|zé'(”réé'r) ........................................................................
42 | S B D
o I e
Drive
44 | Battery (VoltagefCapacity) V/IAR 12/80
A5 |
46
A7
48 !
49
51

Transmission Number of Speed Fwd/Bwd




CPCD30
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070%125% 45| 1070X 125X 50 | 770%100%32 | 920X100% 35 | 920X 100X 35 | 920X 122 %40 |1070X 122X 40| 1070 X 125X 45 1070 125 % 50
18/19 19/19 1718 | 17/18 17/18 17/19 17/19 18/19 19/19
T L1 L e B ceoisns e g
e o 1 T B R nee
16/9.8
2320
4400 5000 2300 2760 2970 3480 3800 4400 5000
£500/900 |  7600/900 | 2900/400 | 3705/555 4060/660 4878602 5607/693 | 6500/900 7600/900
1760/2640 | 2000/3000 | 1040/1260 1187/1573 1145/1825 | 1392/2088 1520/2280 1760/2640 2000/3000
2X/2
B
28 9-15-12PR| 28X9-15-14PR .| 8:50-10-10P! | 6.50-10-10PR | 7.00-12-12PR| 7.00-12-12PR | 28X9-15-12PR | 28x9-15-14PR
§.50-10-10PR | 6.50-10-10PR | 5.00-8-8PR | 5.00-8-8PR } 5.00-8-8PR | 6.00-9-10PR | 6.00-9-10PR | 6.50-10-10PR | 6.50-10-10PR _
Hydraulic-FootPedal
Mechanical-Hand Lever
falg0 o teeo 12/60
______________________________ e P e e
...23G2400 312250 | 37.4/2400
"""""""""""""" 103/1600 143.7/1600 176.5/1600
................. 4-755x83 4-89x83 | 4-89X100
__________________________ 1466 0 20856 | 2488
70 70




Ast: Aisle width with load
a:Clearance
b:Length Of Loading

w1 W5W3 — \i'\!2
—— r’F\ Ra
a | 9= ¥ a
- 4 | r
IR P FOPo: // £
CPQD10/CPCD10  CPQD15/CPCD15 CPQD18/CPCD18
P CPQD35/CPCD35 CPQD30/CPCD30 CPQD25/CPCD25 CPQD20/CPCD20
3000 N N | Note:
2 BN | Verfical axle stands for load capacity while horizontal axle
3 2500 Sl e stands for load center. Load center is the distance counted
% T~ [ from the front of the fork, The base point of the standard load
gé- 2000 l T~ _h__'“‘ — is the cenfer point of the cubic with the same 1000mm
S 1500 : __“‘:_:._ dimension in length, width and height. The load capacity
i T —— should _be down, if mast filts folfward, using norlw-s’rondcllrd forks
: B T or loading goods with extra width. Please notice the different
LOAD CENTER(mm) 500 800 1100 1400 :ggg gﬁgﬁcw between different load centers according to

Left turn indicating

Right turn indicating

Not-charging alarm

Low oil pressure alarm|

Seat alarm indicator
%I—waterseparator
alarm

Neutral instruction

Parking brake instruction
Preheat indicator
Air filter blocki
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e alarm

Water
temperature

Time
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Fuel gauge

G Series 2-3.5T

Left turn indicating

Right turn indicating

Oil-waterseparator alarm

Air filter blocking alarm

Not-charging alarm

Preheat indicator

Low oil pressure alam

Neutral instruction

Seat alarm indicator

Parking brake instruction

Water temperature

Time

G Series 1-1.8T

Internal Combustion Engine Internal Combustion Engine Internal CombustionEngine InternalCombustion Engine InternalCombustion Engine Model

Model Rate horse pow er Rate torque Displacement Numberof Clinder
ISUZU4JG2 44.9/2450 186.3/1600~1800
........ e
""" 165/1800
...... s
Mitsubishi 4G64 e B 2.351 4 CP(Q)YD10-35
LPG:46/2700 LPG:168/1600




Max. Capacity at S00mm; Load center (kg) | Overall Mast Height (mm) Tilting Angle Service Waight (kg)
Mast Lk e et : e il

model height | CPQD10 | CPQD1S | CPOD18 CPOG?A){CPQMS CPOD30 | CPAD3s 4Bl | 2ot a ] 3.5 118t | 338 | CPQD10| CPQDTS5 | CPAD1S | CPAD20 | CPQD2S5 | CPAD30 | CPODAS
mm CPCD10 | CPCDMS | CPCD18 | CPCD20 | CPCDZ5 | CPCD3D | CPCDEs | ' g % Dt z CPCDI0 | CPCDMS | CPCD18 | CPCD20 | CPCDZS CPCD30 | CPCD35

200 2000 1000 1500 1750 2000 2500 3000 3500 | 1485 1485 1670 1680 5107 g-12" 2240 2700 2910 3400 arz0 4320 l 4920

M250 2500 1000 1500 1750 2000 2500 3000 3500 | 174 17435 | 1820 1830 510* | &12° 2265 2725 2955 3440 arsn 4360 4860

M550 5500 500 1150 1500 *1600 | *1950 2450 3345 3345 3420 . 3530

ME0D OO0 "B50 *1050 1400 *1500 | *1800 2200 3585 3585 3670 3780

ana 3320 ar2o 4040 ELED] 5240

NOTE: 1-1.8T(1)*(Front wheel) is dual wheels load capacity.
(2)Max lifting without lift-bracket:-370mm.
2-3.5T(1)Dual whesls weight:+110kg.
(2)*(Front wheel) is dual wheels load capacity,

Cwerall Mast Height (mm) Free Lift (with Backest) Tilting Angle Service Weight (ka)

Zest| @ | ds |G |2est | W | e | wiie | ssen [CRADIY SPEDINICRADNE CRODA0| CRODPS PO CRODA

1485 | 1570 | 1680 470 490 388 503 | 5410° | 6-12° | 2265 | 2725 | 2045 | 3440 | 3760 | 4370 | 4870

1930 720 740 638 753 | 5107 | B-12° [ 2315 | 2785 | 3005 | 3480 | 3800 | 4410 | 5010

2180 870 aa0 888 | 1003 | 5-10° | 6-12° | 2350 | 2820 | 3040 | 3520 | 3840 | 4450 | 5050

2145 | 2220 | 2330 | 1120 | 1140 | 1038 | 1153 | 5-10° | 6-12° | 2370 | 2840 | 3060 | 3560 | 3370 | 4480 | 5070

3595 | 3670 | 37BO | 2570 | 2500 | 2488 | 2603 | *3-6° | *3-6° | 2730 | 3200 | 3420 | 370 | 4110 | 4710 | 5310

NOTE: 1-1.8T(1)Max lifting without lifi-bracket:-370mm.
{2)Frea lifting height without bracket :+370mm.
(3)"(Front wheel) iz dual wheels lcad capactty.
2-3.5T(1}Fres lifting height without bracket =+397mm
3t Free lifting height without bracket :+490mm,
3.5t Free lifting height without bracket :+412mm.
(2)Dual wheals weight:+110kg.
(3{Front whesl) is dual wheels load capacity,

Overall Mast Height (mm) Free Lift (with Backest) Tilting Angle Sarvice Weight {kg)

st o
madel CPODIS|cPOD] CPQD?2S | CPOD3)
MM |CPODID|GPOD1S|GPCDTS (CPDAD|GPODES CPODAD|GPobas | 1181 | 228t | 8t | 88t | 118|228 | 3t | 385t | 118 | 335t | GhA0I0 Chnis| Cronis| Geban| Grabss| Grasas] Cocoe

1786 | 1830 | 1930 T 785 740 745 567 6-6° | 2395 | 2865 | 3085 | 3640 | 3960 | 4550 | 5150

2185 | 2330 | 2330 | 1170 | 1185 | 1140 | 145 56" 2845
2285 | 2430 | 2430 | 1270 56" 2850 | 3185 4660 | 5280
2420 | 2555 | 2555 | 1390 35 367 | 2540 | 2985 | 3205 4680 | 5280

2845 | 2780 | 2780 | 1620 | 1635 | 1590 | 1595 | 3-8° | 3.6° | 2800 | 3045 | 3285 | 3800 | 4120 | 4730 | 5330

NOTE: 1-1.8T(1)Max lifting without lifi-bracket.-370mm.
(2)Free lifting height without bracket :+370mm.
(37 {Front whesl) Is dual wheels load capactty.
2-3.5T(1)Free liting height without bracket :+397mm.
3t Free lifting height without bracket :+480mm.
3.5t Free lifling height without bracket :+412mm.
(2)Dual wheels weight:+110kg.
(3} (Front wheel) is dual wheels load capacity,
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Standard configuration

Hour meter Fork

Cab Tilting cylinder sleeve

pressure alarm

Two-spool contro| valve
Fower sreering

Rubber pedal pad

BaCxrest

Back view mirrgr

MNeutral switch
Hydraulic return oil filter
Flow regulator

Qil gauge

Charging indicator
Wide view mast

Airintake device

Warning light

High exhaust device
Double air cleaner
Extended fork sleeve
Heater

Solid tyre

Widen fork carriage
Wind glass

Staering cylinder sleeve

Custorn color

Optional attachment

Dual tyres and protective device

Rotating seat for lpg

LPG single and dual-fuel sysetem

Steel protection

Smart fleet management system (optional)

Frant conbined lights Durable tyre
Transmission ofl filter Lifting and tilting operation lever
=ngne flameout device Traction pin

Parking brake cable Hydraulic il dipstick
Water temperature meter Overhead guard
Artached tools Torque converter ol dipstick

combined lights Combined meter

rsing buzzer Control box
S cking tilt valve Electro-hydraulic reversing
Tit adjustable steering column Suspension seat

Power brake(2-3.5t) Travelling control system

overhead guard rainshelter

Purifying muffler

Fire muffler

Fira extinguisher

Rear working light

Air conditioner (for certain type)

torgue converter oil temperature gauge

ANHUI HELI CO ., LTD.

Add [ No.668, FangXing Road, Hefei, China
Fax [ +86-551-63639966

" Dur products are subject to Improvements and changes without notice.

Tel / +86-551-63639068(America); 63639258(Europe);
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